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Dear Ms. Cornwell

We have read and reviewed the comments provided during the PLUS Review of the Project on
October 25,2017 , and received from the Office of State Planning dated November 27 , 2017 . We
offer the following item-by-item response narrative for your review:

Strøtesíes for State PolicÍes and Spending

This project is located in Investment Level 3 according to the Strategies for State Policies
and Spending. Investment Level 3 reflects ereas where growth is anticipated by local,
county, and state plans in the longer termfuture, or arees that may have environmental or
other constraints to development. State investments may support future growth in these

areas, but please be advised that the State has other priorities for the near future. We

encourage you to design the site with respect þr the environmental features whích are
present.

We recognÍze lhoit lhe projecf is locoled in lnvesfmenf level 3. W¡]h the grow]h Ín the
orecr, developmentof iheodjocenf pqrcellothenoñh ondfhe ovoÍlobÍlilyof centrol
sewer, we berreye fhís pro¡ec| fo be ct good fit Io lhe surround¡ng communÍty.The síle
will be designed wilh respecf fo fhe envÍronmeniol feolures locofed on fhe porcel.
Weflonds wÍll be profecfed by o 40' buffer ond qreos wÍIhÍn the 100-yr flood ploìn will
remoin undÍsfurbed.

:l ó01 E. MAIN STREET. SUIIE ì0C. S¡\LISBURY. MD 21804-5021 ' 410.543.909ì
: I PARK AVENUF, N,1]LFORD. DE I99ó3 , 3A?.424.144i

I lCó NORfH WASHINGION ST. SUITE lC3. EASION, lv1D 2lóCl, 414.774.4/44
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Code Reo uirements/Asencv Permittins Reu uirements

DeoørÍment of Transoortation - ContscÍ Bill Brockenbroush 760-2109
. The site access must be designed in accordance with DeIDOT's

Development Coordination Manual. which is available at
ht to : //www. d e l dot. gov/ Bus ine s s/sub div is íons/index. s html ? dc : change s.

Sile occess will be designed Ín occordonce wÍth DelDOf sfondords.
. Pursuent to Section P.3 ofthe Manual, a Pre-Submittal Meeting is required

beþre plans are submitted for review if the proposed development will generate
more than 200 vehicle trip ends per day. Theform needed to request the meeting
and guidance onwhat will be covered there and how to prepare þr it is located
at
http://www.deldot.gov/Business/subdivis ions/pdfs/Meeting-8eguestJorm.pdfl080220
Developer will schedule o Pre-Submiffal meeling.

. Per Section 2.2.2.1 of the Manual. Trffic Impact Studies (TIS) are warrantedfor
developments generating more than 500 vehicle trip ends per day or 50 vehicle
trip ends per hour in any hour of the day. From the PLUS application, we see

that the total daily trips are estimated at 1,202 vehicle trip ends per day.

Section 2.2.2.2 of the Manual provides thatfor developments generating less than
2,000 vehicle trip ends per day and less than 200 vehicle trip ends per hour in any
hour of the day, DeIDOT may accept an Area Wide Study (AWS) Fee in lieu of the
TIS if the local government does not require a TIS. The AWS Fee is calculated as

$10 times the average daily trffic, or in this case 812,020. Payment of the AWS
Fee does not relieve the developer from responsibility for off-site improvements
that DeIDOT may identify as necessary or þr performing a Trffic Operational
Analysis gOA) if DeIDOT determines that a TOA is needed to address the
operation of the site entrance(s).

Per Section 2.3.2 of the Manual, because the development would generate more
than 200 vehicle trip ends per day, DeIDOT may requíre a Trffic Operational
Analysis QOA) ifit determines in the plan review process that a TOA is needed to
address a concern about the proposed site entrance. DzIDOT has not yet identified
a needfor a TOA but the matter should be discussed at the Pre-Submittal Meeting
mentioned above.

Developer wìll workwith DeIDOT Ín regords Io oTrolff¡c Impocl Sludy,Ihe Areo
WÍde Sfudy Fee, ond Traffìc Operalionol Anolysis.

As necessary, in accordance with Section 3.2.5 ønd Figure 3.2.5-a of the Manual.
DeIDOT will require dedication of right-of-way along the site's frontage on Zion
Church Road. By this regulation, this dedication is to provide a minimum of 40

feet of right-of- wayfrom the physical centerline of the road. Thefollowing right-

a



Ms. Janelle Cornewell
Sussex County Planning andZoning
December I,2017
Page 3 of20

o

of-way dedication note is required, "An X-foot wide ríght-of-wøy is hereby
dedicated to the State of Delaware, as per this plat."
There is currently 35' of right-of-way along the frontage. Additional right-of-way will
dedicated on the record plan to satisfy DeIDOT's requirements.

In accordance with Section 3.2.5.1.2 of the Manual. DeIDOT will require the
establishment of a l5-þot wide permanent easement across the property frontage
on Zion Church Road. The location of the easement shall be outside the limits of
the ultimate right-of-way. The easement area can be used as part of the open
space calculationfor the site. The þllowing note is required, ttA 1S-foot wide
permanent eøsement is hereby establishedfor the State of Delaware, us per thís
pløt."
Developer will provide fhe required I5'wide permonenf eosemenf ocross fhe
frontoge of the property
As per the Delaware Strategies þr State Policies and Spending, this
development is in Investment Level 3. Referring to Section 3.5.4.2.A of the
Manual, developments in Level 3 and 4 Areas are required to install a sidewalk
or Shared Use Path if the project abuts to an existingfacility. If the project does

not abuts an existíngfacility, it is at the Subdivision Engineer's discretion. This
project is in a Level 3 Area and DeIDOT anticipates requiring a Shared Use

Path along the site frontage.
Developer wìll work with DeIDOI SubdÍvÍsÍon Eng¡neer ¡s regards fo fhe
requíremenfs of fhe shored use poffr.
In accordance with Section 5.2.9 of the Manual. the Auxiliary Lane Worksheet
should be used to determine what aotxiliary lanes are warranted at the site
entrance and how long those lanes should be. The worksheet can be found at
httn : //www. de I do t. gov/ Bus ine s s/sub divis ions/index. s html
The ouxilÍory ione worksheef will be used fo defermine enfronce improvemenfs
requÍred.
In accordance with Section 5.4 of the Manual. sight distance triangles are
required and shall be established in accordance with American Association of
State Highway and Transportation Officials (AASHTO) standards. A
spreadsheet has been developed to assist with this task. It can be found at
htto://www.deldot.sov/Busi ness/subdivisions/index.shtml. The entrance should be

located so es to optimize sight distance while still providing the necessary
auxiliary lanes and other road improvements.
The enlronce wÍll confoÍm fo DeIDOI ond AASHIO sfondqrds.

o

I



Ms. Janelle Cornewell
Sussex County Planning andZoning
December 1,2017
Page 4 of20

Denartment of Naturøl Resources and Envíronmentøl Control - Contøct Michøel
Tholstruo 735-3352

Executíve Summary

Development of this parcel will result in increased impervious surface and new sources of
greenhouse gas emissions. Opportunities exist to preserve natural resources while
reducing the environmental impact on-site. As discussed at the PLUS meeting, the
Department recommends preserving the existing forest, increasing wetland bulþrs and
minimizing development on hydric soils which will also help protect water quality in the
Greater Inland Bays watershed.

The State of Delaware is threatened by climate change and has a goal of reducing
greenhouse gas emissions by 30 percent by 2030. Appropriate development and re-
development that provides access to public transportation, opportunities to walk and bike
to shopping and recreation, and that employs energy fficient building standards are
among key strategies to meet these goals. DNREC encourages the use of high
performance building standards and consideration of alternative energy sources to
promote clean sustainable energy and reduce greenhouse gas emissions. This could mean
siting the buildings to take advantage of solar and geothermal systems, and/or including
infrastructure for electric vehicle charging stations (funding assistance may be þund at
www.de.gov/cleantransportationl. Theyfurther recommend an abundant use of native
vegetation and shade trees throughout the landscape, as well as pervious pavement and
green infrastructure, where practicable, to absorb carbon dioxide, protect water quality
and províde relief to residents on hot days.

The following pages provide information about applicable regulations and detailed
recommendations assocíated with this project, -fro* various DNREC Divisions. DNREC
would like to be a partner in creating appropriate development that protects and
highlights the environment as a natural amenity of the landscape. The Department has
resources and expertise that are available to help make this a reality, often at no expense
to the landowner.

Wuter Quølíty: TMDLs
. The project is located in the low nutrient reduction zone of the greater Inland

Bays watershed. In this watershed, Total Maximum Daily Load (TMDL) pollutant
reduction targets have been developed by the State of Delaware (under the
auspices of Section 303(d) of the 1972 Federal Clean Water Act) for nutrients
(e.g., nitrogen, phosphorus), and bacteria. A TMDL is the maximum level of
pollution allowedfor a given pollutant below which a "water quality limited
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waterbody" cen assimilate and still meet State water quality standards (e.g.,

dissolved oxygen, nutrients, and bacteria; State of Delaware Surface Water

Quality Standards, as amended July 11, 2004) to the extent necessary to support
use goals such as, swimming, fishing, drinking water and shell fish harvesting.
The TMDLþr the low reduction zone of the Inland Bays watershed calls for 40
percent reduction in nitrogen and phosphorus from baseline conditions. The

TMDL also calls for a 40 percent reduction (17 percent for marine waters) in
bacteriafrom baseline conditions. Please view the following web linkfor further
inþrmation on the regulatory requirements and technical analysis involved in the
development of the specffic
TMDLs:
http://www.dnrec.delaware.gov/swc/wa/Pages/WatershedAssessmentTMDLs.aspx

The Inland Bays Pollution Control Strøtegy (PCS) and the accompanying regulations
were finalized by order of the DNREC Seuetary in October 2008. The PCS

regulations can be reviewed here:
http : //resulotions. delaware. sov/documen ts/Novem ber 2 008c. pdf.

Background inþrmation about the PCS with guidance documents and mapping tools
can be retrieved here:
http://www.dnrec.state.de.us/water200)/Sections/Watershed/ws/ib ocs.htm
Ifie developer wÍll work wifh DNREC ond ffie Sussex County Conservofion dísfrÍcf
fo meef or exceed oll reqvÍredTMDL reducfions. We do not anlicipote
dislurbqnce fo oreos wìthÍn the 100-yr flood ploin o,nd we¡lands wìll be
prolected by o 40'buffer.

Water Supply
. The information provided indicates that Artesian Water Company will provide

water to the proposed project through a public water system. DNREC rtks reflect
that Artesian Iï/ater Company does not currently hold a certificate of public
convenience and necessity (CPCN) to provide public water in these areas. They
will need tofile an applicationþr a CPCN with the Public Service Commission, if
they have not done so already. Inþrmation on CPCN requirements and
applications can be obtaíned by contacting the Public Service Commission at
(302) 736-7s00.

Should an on-site public/miscellaneous public well be needed, a minimum
isolation distance of 150 feet is required between the well and any potential
source of contamination, such as a septic tank and sewage disposal areas,
stormwater management pond, and at least 150 feet from the outermost
boundaries of the project. The DNREC Division of [later Resources will
consider applications þr the construction of on-síte wells provided the wells can
be constructed and located in compliance with all requirements of the
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Regulations Governing the Construction and Use of Wells. A well construction
permit must be obtained prior to constructing any wells.

The developer willwork wilh ond get opprovolfrom Artesion in regords to
woter supply qnd CPCN lerrilories. We do nol onticipote o public well on site,
should one be needed o perm¡t will be obtoined through DNREC Division of
Woter Resources.

Should dewatering poínts be needed during any phase of construction, q
dewatering well construction permít must be obtainedfrom the Water Supply
Section prior to construction of the well points. In addition, e weter allocation
permít wíll be needed if the pumping rate will exceed 50,000 gallons per day at
any time during operation.

All well permit applications must be prepared and signed by licensed water well
contractors, and only licensed well dríllers may construct the wells. Please factor
in the necessary time for processing the well permit applications into the
construction schedule. Dewatering well permit applícations take approximately

four weeks to process, which allows the necessary time for technical review and
advertising. Should you have any questions concerning these comments, please
contact Rick Rios, at (302) 739-9944.

A permit will be obfoÍned through Woier Supply secfion should dewolerîng be
needed.

S e dime nt a n d E r o s io n C o ntr o l/S t o r mw øt er M an ag e me nt.
. A detailed sediment and stormwater plan will be required prior to any land

dísturbing activity taking place on the site. Contact the reviewing agency to
schedule a pre- application meeting to discuss the sediment and erosion control
and stormwater management components of the plan. The site topography, soils
mapping, pre- and post-development runofi and proposed method(s) and
location(s) of stormwater management should be brought to the meetingþr
díscussion. The plan review and approval as well as construction inspection will
be coordinated through the Sussex Conservation District. Contact the Sussex

Conservation District at (302) 856-72I9 for details regarding submittal
requirements and fees.
A defoiled sediment c,nd slormwoler plon will be submlffed to Sussex
Conservotion Dìstrici for lheir opprovol.

Air Quølity
. The applicant shall comply with all applicable Delaware air quality regulations.

Please note that the following regulations in Table I - Potential Regulatory
Requirements may apply to your project:
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Table 1: Potential Regulatory Requirements

Regulation Requirements

7 DE Admin. Code
1106 -Particulate
Emissions from
Construction and
Materials Handling

Use dust suppressants and measures to
prevent transport of dust off-site from
material stockpile, material movement
and use ofunpaved roads.

Use covers on trucks that transport
material to and from site to prevent
visible emissions.

a

a

7 DB Admin. Code
ll44- Control of
Stationary Generator
Emissions

Ensure that emissions of nitrogen
oxides (NOx), non-methane
hydrocarbons (NMHC), particulate
matter (PM), sulfur dioxide (SO2),
carbon monoxide (CO), and carbon
dioxide (CO2) from emergency
generators meet the emissions limits
established. (See section 3.2).

Maintain recordkeeping and reporting
requirements.

a

7 DE Admin. Code
ll45 - Excessive Idling
of Heavy Duty Vehicles

Restrict idlins time for trucks and
buses having-a gross vehicle weightof
over 8,500 pounds to no more than
three minutes.

a

For a complete listing of all Delaware applicable regulations, please look at our website
h tto : //www. aw m. de law are. sov/A O M/P a ses/A ir Re sulal io ns. as ox

fhe developer w¡ll comply wìIh Delowore code in regords lo oìr qualily.

Støte Historic PreservstÍon OÍfice - Contact Terrence Burns 736-7404
. There is a known house (5020I6) on the parcel, probably built in the early to

mid-2}th century. If any project or development proceeds, the developer should
be aware of the Unmarked Human Burials and Human Skeletal Remains Law.
Prior to demolition or ground-disturbing activities, the developer should hire
an archaeological consultønt, to examine the parcel for archaeological
resources, including unmarked human burials or human skeletal remains, to
avoid those sites or areas.

Abandoned or unmarkedfamily cemeteries are very common in the State of
Delaware. They are usually in rural or open space areas, within or near the
boundary, of a historic farm site. Even a marked cemetery canfrequently have
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unmarked graves or burials outside of the known boundary line or limit.
Disturbing unmarked graves or burials triggers the Delaware's Unmarked Human
Burials and Human Skeletal Remains Law (Del. C. Title 7, Ch. 54), and such
remains or discoveries can result in substantíal delays while the procedures
required under this law are carried ouL If there is a discovery of any unmarked
graves, burials or a cemetery, it is very costly to have them archaeologically
excavated and the burials moved. The Division of Historicøl & Cultural Affairs
recommends that owners and/or developers have a qualified archaeological
consultant investigate their project eree, to the full extent, to see if there is any
unmarked cemetery, groves, or burial sites. In the event of such a discovery, the
Division of Historical & Cultural Affairs also recommends that the plans be re-
drawn to leave the full extent of the cemeteríes or any burials on íts own parcel or
in the open space area of the development, wíth the responsibility for its
maintenance lying wíth the landowner association or development. If you would
like to see more inþrmation, please review theþllowingwebsites:
www. his tory. de I aw ar e. gov/pr e s ervation/umhr. s html and
www. hi s t or:t. de I aw ar e. qov/pr e s erv at i on/c e me t er i e s. s ht ml.

If there is federal involvement, in the form of licenses, permits, or funds, the
federal agency, often through its client, is responsible for complying with Section
106 of the National Historic Preservation Act (36 CFR 800) and must consider
their project's effects on any known or potential cultural or historic resources.
Owners and developers who may plan to apply for an Army Corps of Engineers
permit or for federal funding, such as HUD or USDA grants, should be aware of
the National Historic Preservation Act of 1966 (as amended). Regulations
promulgated for Section 106 of this Act stipulate that no ground-disturbing or
demolition activities should take place before the Corps or other involved federal
agency determines the area ofpotential effect ofthe project undertaking. These
stipulations are in place to allow for comment from the public, the Delaware State
Historic Preservation Office, and the Advisory Council for Historic Preservation
about the project's effects on historic properties. Furthermore, aÍry preconstruction
activities without adherence to these stipulations may jeopardize the issuance of
any permit or funds. If you need further information or additional details
pertaining to the Section 106 process and the Advisory Council's role; please
review the Advisory Council's website at the following: www.achp.gov

The known house wos in disrepoir c,nd ptev¡ously demolished. Should unmorked groves
be díscoyered ihe developer will follow oll sfofe qnd federol lows.



Ms. Janelle Cornewell
Sussex County Planning andZoning
December 1,2017
Page9 of20

Delawøre Støle Fíre Marshal's Ofrìce - Contøct lohn Rudd 739-4394

At the time offormal submíttal, the applícant shall provide; completed application, Jèe,
and three sets of plans depicting the following in accordance with the Delaware State Fire
Prev ention Re gulation (DSFP R) :

Fire Protection Water Reauirements:
o Water distribution system capable of delivering at least 1500 gpmfor 2-hour

duration, at 20-psi residual pressure ís required. Fire hydrants with 800 feet
spacing oncenters.

o Where a water dístribution system is proposed for sites of Storage buildings, the
infrastructureforfire protection water shall be provided, including the size ofwater
mains for fire hydrants and sprinkler systems.

Fíre Protection Features :

o All structures over 10,000 Sq. Ft. aggregate will require automatíc sprinkler
protection installed and

o Buildings greater than 10,000 tqft. or classffied as High Hazard, are required to
meetfire lane marking requirements

o Show Fire Department Connection location (Must bewithin 300feet offire
hydrant), and detail as shown in the DSFPR.

o Show Fíre Lanes and Sign Detail as shown in DSFPR

Accessibililv
o All premises, which the fire department may be called upon to protect in case of

fire, and whích are not reødily occessible fro* public roads, shall be províded
with suitable gates and access roads, andfire lønes so that all buildings on the
premises are accessible tofire apparatus.

o Fire department occess shall be provided in such a manner so thatfire apparatus
will be able to locate within 100 ft. of the front door.

o The use of speed bumps or other methods of trffic speed reduction must be in
accordance with Department of Transportation requirements.

o The local Fire Chief, prior to any submíssion to our Agency, shall approve in
writing the use of gates that limitfire department access into and out of the
development or property.

Reauired Notes:
o Provide a note on the fi.nal plans submitted for review to read " All fire

lanes, fire hydrants, and fire department connections shall be marked in
accordance with the Delaware State Fire Prevention Regulatíons"

o Proposed Use

o Alpha or Numerical Labels þr each building/unitfor sites with multiple
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buildings/units
o Square þotage of each structure (Total of all Floors)
o National Fire Protection Association (NFPA) Construction Type

o Maximum Height of Buildings (including number of stories)
o Note indicating if building is to be sprinklered
o Name of Water Provider
o Letter from Water Provider approving the system layout
o Provide Lock Box Note (as detailed in DSFPR) if Building is to be sprinklered
o Provide Road Names, evenfor County Roads

Re co mme n døtio ns/Addítío nal I nfo rmatio n
Thís section includes a list of site specific suggestions that are intended to enhance the
project. These suggestions have been generated by the State Agencies based on their
expertise and subject area knowledge. These saggestions do not represent Stale code
requirements, They are offered here in order to provide proactive ideas to help the

applicant enhance the site design, and it is hoped (but ín no way requìred) that the
applicant will open a dialogue with the relevant agencies to discuss how the suggestions
can benefit the project.

Ihe developer will workwilh the Fìre Morshol's off¡ce fo ensure plons exceed
Delowore Sfofe Fire Preven|Íon regulofions. Woter wìll be suppried by orfesÍon woter
to comply with lhe woler flow and durotíon requÍremenfs should o fire occur.
BuÍldings wÍll be equìpped wÍlh outomolic sprinkler sysfem. All fìre lones ond
deportment will be morked occordingly. Plans wÍll be submiffed fo fhe fíre Morshal
for |heìr revìew ond opproval.

Department of Transfortation - Contøct Bill Brockenbroush 760-2109
. There are existing shoulders along Zion Church Road. It is recommended to

request cores from DeIDOT to determine if the existing shoulders are
structurally sfficient for the entrance or roadway improvements.

The applicant should expect a requirement that any substation and/or
wastewater facilities will be required to have access from an internal driveway
with no direct access to Zion Church Road.

o

a The applicant should expect a requirement that all PLUS and Technical
Advisory Committee GAC) comments be addressed prior to submitting
plans.þr review.

Please be advised that as of August I, 2015, all new plan submittals and re-
submittals, including major, minor and commercial plans, shall now be uploaded

a
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via the PDCA (Planning Development Coordination Application) with any review

fee paid online via credit card or electronic check. Guidance on how to do this is
available on our website at
htto : //www. de I dot. qov/Bus ine s s/s ub divis ions /index. s html.

Please be advised that the Standard General Notes have been updated and
posted to the DeIDOT website. Please begin using the new versions and lookfor
the revision date of October I I, 2017. The notes can be found at
h t t o : //w ww . de I do t. s ov/ B us i n e s s / s u b d i v i s i o n s / i nde x. s ht m I

Ihe developer will work wilh DeIDOT ìn delerminÍng lhe required enlronce
ìmprovemenfs ond suìtobÍlily of the shoulders for entronce/roqdwoyimprovemenfs. Al,
buildìngs ond ìmprovemenfs on sife will have Ínternal occess from q subdivísion sfreef
wìth no dÍrect occess lo ZÍon Church Rood. Applìcoììons ond plons will be submiffed
lor DelDOf's review ond opproval.

DepartmenÍ oÍ Nøtural Resources and Environmental Control - Michsel Tholstrup 735-
33s2

Soils Assessment

Based on NRCS soils survey mapping update, the soil mapping units of
concern are Mullica-Berryland complex (MuA) and Longmarsh (LO). Mullica-
Berryland complex and Longmarsh are very poorly-drained wetland associated
(hydric) soils with severe limitations for development (considered unsuitable

for development; Figure l).

DNREC strongly discourages building on hydric soils because they are

functionally important source ofwater storage (functions as a "natî,tral sponge");
the loss ofwater storage through excavation, filling, or grading of intact native
hydric soils increases the probability þr more frequent and destructive flooding
events. The probability for flooding is further compounded by increases in surface
imperviousness as building density in the area increases over time. Moreover,
destruction/filling of hydric soils increases the amount pollutant runoff (i.e.,

hydric soils sequester and detoxifu pollutants) which contributes to the decline in
water quality in regional waterbodies and wetlands.

a
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Figure 1: NRCS soil survey mapping update in the immediate vicinity of the proposed construction

0 137.5 275 550 Feet ff+"

1 ¡nch = 226 feet

Ihe sife hos been desígned lo avoìd the moiorîty of ìhe hydrÍc soils. Ihe reqr of
fhe sife wìll remoÍn lorgely woods oreos wÍlh welland oreos profecfed by o 40'
buffer.

Físh ønd Wíldlde
. High concentrations ofwaterfowl that are often attracted to stormwater ponds will

create water-quølity problems, leave droppings on lawn ønd paved areas and cgn
become aggressive during the nesting season. These are valíd reasons to deter
waterþwl from taking up residence in the pond as well as to lookþr alternøtive
stormwater management opportunities that do not involve wet ponds.
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DNREC recommends planting the perimeter of the pond with a mix of native
wildflower plantings to deter waterfowl. This 15 to 3}-foot buffer, which should
only be mowed annually in February or March, will deter waterþwl by reducing
their ability to scanþr predators. Short manicured lawns that typically surround
these ponds unfortunately provide attractive habitat þr these geese.

Thankyou for your suggesf¡ons fo reduce nuisonce wolerîowl.

Additional informøtion on TMDLs and wøter quølity
. Compliance with the specified TMDL nutrient and bacteriql reduction

requirements specifiedþr the Inland Bays watershed can befacilitated by
adherence to the strategies and requirements described in the Inland Bays
PCS, and the implementation of the following recommended best
management practices:

o Maintain as much of the existing open space as possible; it isfurther
suggested that additional natíve tree and native herbaceous planting,
wherever possible.

o Have a United Army Corps of Engineers (USACE) approved wetlands
de lineation conducted beþre commencíng any cons truction activitie s.

Based on informalíon submitted by the applicant in the PLUS
application, a wetlands delineation was conducted but not approved by
the USACE. Afield based site-specific wetlands delineation by a
Iicensed soil scientist is recommended to more precisely assess the
presence ofwetlands and hydric soils in this pørcel (then obtaining the
recommended approval from the USACE after the wetland delineation
has been completed). A list of licensed Class D soil scientists can be

obtained here:
htto : //www. dnr e c. de l aw ar e. gov/w r/Information/GWDl4fo/ P age s/Gr oundlT
ater Dis charse s Lic e ns e s andLice ns e e s. aspx

o Establish a vegetated buffer of at least 100 feetfrom the adjoining
wetlands and waterbodies. Based on a review of existing buffer
research by Castelle et al. (Cøstelle, A. J., A. W. Johnson and C.

Conolly. 1994. Wetland and Stream Buffer Requirements -A Review. J.

Environ. Qual. 23: 878-882.), an adequately-sized buffer that
effectively protects wetlands and streams, in most circumstances, is
about 100 feet in width. In recognition of this research and the need to
protect water qualíty, the Watershed Assessment Section recommends
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that the applicant maintain/establish said 1}0-foot vegetated buffer
(planted in natíve vegetation) -from all woterbodies (including all
ponds) and all non-tidal (USACE approved wetlands delineation) and
tidal wetlands (State-approved wetlands de lineation for State-regulated
tidol wetlands). Based on the inþrmation presented in the PLUS
application, the applicant has proposed a 2)-foot buffirfrom wetlands
and waterbodies. The Division of hïlatershed Stewardship believes that
the proposed 2)-foot buffer width is not sufficiently protective of water
quality.

o Employ green-technolog't storm water management and a rain
garden(s) (in lieu of open-water management structures) as best
management practices to mitigate or reduce nutrient and bacterial
pollutant runoff If open-water stormwater management is selectedfor
use, it should be minimized to achieve its'intendedfunction of the
management of stormwater. It should also be noted that open- water
stormwater ponds attract nuisance geese and nuisqnce algae that will
contribute to the deterioration of water quality in waters of the
greater Inland Bays watershed.

o Use pervious paving materials (when compatible or consistent with water
quality concerns in areas desígnated as locations of excellent recharge
(e.g., well head protection areas), as determined/assessed by a DNREC
hydrogeologist) instead of conventional paving materíals to help reduce
the amount ofwater and pollutant runoff draining to adjoining streams and
wetlands. Pervious paving materials are especially recommendedfor large
commercial projects, such as this project, that create large amounts of
post-construction impervious cover.

o Assess nutrient and bacterial pollutant loading at the preliminary project
design phase. To this end, the Watershed Assessment Section has
developed a methodolog,, l*town as the "Nutrient Load Assessment
protocol." The protocol is a tool used to assess changes in nutrient loading
(e.g., nitrogen and phosphorus) resultingfrom the conversion of individual
or combined land parcels to a changed land use; thus providing applicants
and governmental entítíes with quantitative information about the project's
impact(s) on baseline water quality. We strongly encourage the
applicant/developer use this protocol to help them design and implement
the most effective best management practices. Please contact John Martin
of the Division of Watershed Stewardship, at (302) 739-9939 for more
information on the protocol.
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Thonkyou for your suggesfions fo reduce IMD['s. A volunlary 40'
weflonds buffer hos been provìded, fhe closest disturbqnce fo fhe fox
dìtch Ís opproxÍmolely 100'wÍth the mojority of lhe dìIch ís profecfed by
200'+ of vegetaied buffer. Weflonds hove been delíneofed ond wÍll be
approved by the USACE. fhe developer wÍll workwilh Sussex
Conservofíon Dislrict fo meef oll requîred TMDL reductìon requiremenfs.

Additional informatíon on air quølity
. New homes and businesses may emit, or cause to be emitted, additional air

contaminants into Delaware's air, which will negatively impact public health,
safety andwelfare. These negative impacts are attributable to:

o Emissions thatform ozone andfine particulate matter;
o The emission of greenhouse gases which areassociated with climate change,

and
o The emission of air toxícs.

Site -s pe cifi c r e c ommendationsa

o This project has been demonstrated by FEMA Floodplain maps to be

within the 100 Year Floodplain. It is recommended that the applicant revise
the development plans in order to prevent impacts from afuture flood
event.

o Planting of native trees to clean the air of localized pollutants and cut
down on energt/cooling costs. Every effort should be made to preserve
os many existing trees as possible.

o Use the minimum amount ofparking spaces needed and consíder
reducing the width of parking spaces to limit the amount of impervious
cover.

o The use of open grade recycled asphalt pavement (RAP) or selection of
a cool pavement, which reduces heat island effects on paved surfaces.

o Addition of bike lanes or shanows that tie into the existíng bike lane
along Route 20.

o The inclusion of electric vehicle charging in convenient, public areas such
as near the clubhouse.

o Use of energ,, fficient products in construction to lessen the power source
emissions of the project and costs.

o Beautification and landscapíng to generate a context-sensítive design that
would blend in well with surrounding land uses while also helping to



Ms. Janelle Cornewell
Sussex County Planning andZoning
December I,2017
Page 16 of20

a

mitigate the pollutíon potential of the project.

Planting of Native Trees: An element that the developer could incorporate is
trees. Trees contain several benefits including:

o Significantly reducing automobile emissions including thosefrom
pollutants such as nitrogen oxides (NOx), volatile organic compounds
(VOCs), and the most harmful of all, particulate matter (PM by trapping
gases fumes and replenishing the oxygen into the ambient air;

o Reducing the effects of heat islqnds by helping to cool asphalt and
pavement which also lessens the chances of ozone formation;

o Trees create healthy communities by promoting an active living and
generating attractive places to walk and live;

o Trees can prevent flooding and stormwater problems. A typical street
tree can intercept anywhere between 400 to 760 gallons of water per
doy;

o Increasing biodiversity by providing habitat for protected and sensitive
species;

o Providing shade þr parkíng (treas and lessens localized ground-level
ozone formation (a pollutant);

o Reducing home and business cosls. This includes reducing energl
emissions by coolíng during the summer and by providing wind breaks in
the winter, whereby reducing air conditioning needs by up to 30 percent
and saving 20 to 50 percent onfuel costs.

All urban trees that are selected should be natíve to Delaware and preferably low
VOC emitting trees. Every tree has a dffirent biogenic emissions rate by which
they release VOC's into our atmosphere. YOC's are a component of smog and
when mixed with other gases in the atmosphere (nitrogen oxide or NOx) in the

presence of sunlight can contribute to air pollution risks. As a general rule, the

best trees to plant are those that have: I.) a large leaf surface area at maturity, 2.)

contain leaf characteristics that are amenable to particle collection from
particulate matter (Pfut) such as those that have hairy or sticky leaves and 3.) Have
high transpiration rates which result in relatively high temperature reduction.

Energt Efficient Options: Constructing with only energt fficient products can
help your facility immensely, not only in terms of environmental sustainability but

financially. Energ,t Star qualified products are up to 30 percent more energy

fficient. Savings come from building envelope upgrades, high performance
windows, controlled air infiltration, upgraded heating and air conditioning
systems, tight duct systems and upgraded water- heating equipment as well as
third-party certifications and building materials (i.e. LEED, Greenseal,

o
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a

a

EcoLogo). Every percentage of energt fficiency translates into a percent
reduction in pollution.

Economic benefits include :
o Reduced operating costs
o Enhanced asset value and profits
o Enhanced occupant comfort and health
o Improved air, thermal, and acoustic environments

The Energt Star Program is an excellent way to søve on energl costs and reduce

air pollution. Some approaches may include architectural devices, vegetation, or
solar panels. Such measures can also have the additional benefit of channeling
or ínfiltrating storm water. For more about energl fficient options, please see:

https://www.energystary).gov/ or https://www.epa.gov/greeningepa/energy-

{rteuzey:epa

Multi-modal travel: A component of improving existing air qualiQ levels is to
maximize mult i -modal trav e I through the fo I low ing :

o Bike lanes (or sharuows)
o Sidewalks
o Convenient access to trqnsit opportunities

DNREC was pleased to see the inclusion of sidewalks in the development plan.
It is recommended that bíke lanes or sharrows be added to encourage multi-
modal travel opportunities. Sharrows and striping are the easiest and most
cost effective option. The bíke lane could tie into existing bike lanes along
Route 20. This includes attempting to address any gaps in the current bicycle
and p e de s tr i an ne tw o r k fo r i nc r e as e d c o nne c t iv i ty. Mult i -m o da I tr av e I c an

significantly reduce mobile source emissions. For every vehicle trip that is
replaced by the use of a sídewalk or bike path, 7 pounds of VOC and I1.5
pounds of NOx are reduced eachyear. Another greatfeatureþr thís
development would be the addition of a bike rack in common areas (such as in

front of the clubhouse.)

Clean Fuel Measures: This measure helps to reduce localized airpollution by
supporting the use of low emission vehicles. It is recommended that electric
vehicle charging be made available in at leasl one location in common areas
such as near the clubhouse iffeasible.

a Facility Beautification: Lastly, the developer is encouraged to beautify the
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development site with landscaping that would not only make the project more
attractive but also help to clean the air of any pollutants that could be

emitted by neighboring sources. This would also reduce its impact on the

surrounding communiQ after undergoÌng the construction process while also
incorporatíng a context-sensitive design that blends well with the surroundíng
development and existing land uses.

Should the developer have any more questions or concerns, the DNREC Division
of Air Quality (DAØ point of contact is Lauren DeVore, and she may be reached
at (302) 739- 9437 or lauren.devore@.state.de.us. The applicant is encouraged to
contact the DNREC DAQ to discuss any emission mitigøtion measures that will
be incorporated into the Crivella Property project. We lookþrward to working
together with you on this project to achieve our shared air quality, healthy
community and quality of lfe goals!

Thqnkyou for your suggesfions to improve oìr quolity.

o

Addítíonal informution on recyclíng and reducing water use
. Materials and resources utilizedþr new development should be considered,

including regionally available recycled content (i.e. carpet, concrete, countertops,

.furniture, siding, etc.), rapidly renewable material and certified woods.

Construction Waste Management should include policies which promote

fficient material use and recycling of project debris).

Employ systems and appliances that increase water fficiency and reduce
water use.

oLow-flow and hígh-fficiency items
o Waterless urinals
o graywater recycling systems
o Rainwater catchment

Thqnkyou for your suggesfions on rccycl¡ng ond reducing wqter use.

Delawøre Støte Fire Mørshall's Office - Contøct lohn Rudd 739-4394
. Preliminary meetings wíthfire protection specialists are encouraged prior to

þrmal submittal. Please call for appointment. Applications and brochures can
be downloaded from our website: www.state.fìremarshal.delaware.qov technical
services link, plan review, applications or brochures.

We look forword to meelÍng with your office.

o

o
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State Housing Authorítv - Contøct: Karen Horton 739-4263
. DSHA supports the rezoning of 14.85 acres from AR-l to HR-I in anticipation of

a site plan of 178 residential apartment units along Zion Church Road in Sussex

County for the þllowíng reasons:

o This site is in close proximity to the many services, markets, and
employment opportunities available in the coastal resort area - where
there is a severe lack of rental housing.

o DSHA recently updated its interactive Balanced Housing Oooortunitv
maps using Market Valuation Analysis datafrom the DMpu;lUS
Needs Assessment 20 I5-2020. and new recommended data from HUD
such as school performance and racially/ethnically concentrated areas of
poverty (PJECAPS). DSHA uses these maps to better understand the

neighborhoods in Delaware and identifu appropriate strategies to ensure

equitable development. According to this map, the Crivella Property
proposal is located in an'Area of Opportunity'where environmental
conditions and resources exist that are conducíve to helping residents
achieve positive life outcomes. These ereas tend to be strong, high-value
markets that contaín little or no affordable housing.

o Finally, it is important to note that while large suburban homes have

dominated development in Delaware þr several decades, a growing body of
research indicates that we are in the midst of a significant market shift. The

baby boomers that once drove suburban development are now aging and are
looking to downsize into something more manageable. The Delaware
Population Consortium (DPC) projections þr the next ten years indicate that
not only will there be a large amount of suburban homes placed on the market
by baby boomers, but that there will be a decline in households in age ranges
that typically seek large homes. These sameDPC projections show growth in
younger age ranges most likely at stages in their life and income to support
apartment s, c ondominiums and entry -l ev e I home s.

The combination of excess suburban housing supply currently on the market,

additional supply being added by aging baby boomers, more stringent
lending standards, along with a changing market indicate that it is critical
that communities move awayfrom large lot single family-detached housing
and proactively provide a variety of housing options to meet market demand.

If you have any questions or would like more information, please feel free to call me at
(302) 739-4263 exr. 251 or via e-mail at karenh(òde

Thqnkyou for your support of the rezonìng.

statehousins.com.
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Sussex Counfv - Contact Jamíe Whítehouse 855-7878
. The parcel is in the Sussex County Unffied Sanitary Sewer District, Johnson's

Comer area and connection to the sewer system ís mandatory. 9-Inch Sewer
service has been extended to the parcel.

4.0 EDUs per acre of sewer capacity has been allocated to AR-I zoned parcels
in the Johnson's Comer area area. The development is proposed at a density of
I 1.98 EDUs per acre which exceeds the total EDU allocationþr the parcel.
Downstream upgrades at the developer's expense møy be required. A "Use of an
Existíng Infrastructure" egreement is required. Contact the Sussex County
Utility Planning Dívision, 302 855- 1299, for additional information.

a

a Sussex County requires design and construction of the collection and transmission
system to meet Sussex County sewer standards and specffications. A sewer
concept plan must be submitted to the Sussex County Engineering Department

for review and approval. Attached is a checklist þr preparing sewer concept
plans. All costs associated with system upgrades and extending sewer service
will be the sole responsibility of the developer.

. Onetime System Connection Charges will apply. Please contact Mrs. Noell
Wanen at 855-7817 þr additional inþrmation on charges.

The developer will work with Sussex County engineering to determine what upgrades may be
necessary to provide the site with sewer service. A sewer concept plan will be prepared and
submitted for Sussex county engineering review and approval.

On behalf of the Developer we thank the State for providing us with these comments. Please

contact me at (302) 424-1441if you have any questions or need additional information.

Sincerely,
DAVIS, BOWEN & FRIEDEL, INC.

Jamie L. Sechler, P.E.
Associate


